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26 GA PRE-FINISHED METAL PANNING

PRE-FABRICATED STRESS-SKIN
COMPOSITE BUILDING PANEL W/
SIMULATED MASONRY FACE TO
MATCH EXISTING

MATCH EXISTING
SIMULATED MASONRY FACE TO
COMPOSITE BUILDING PANEL W/
PRE-FABRICATED STRESS-SKIN

2" 5/8

4 
1/

4"

2 
1/

8"

OVERHEAD DOOR
INSULATED SECTIONAL

WEATHER STRIPPING

COMPOSITE METAL INSULATED PANEL

INTERIOR PARTITION CONNECTION

#12X24X1.25" SCREWS / 1'-0"

EXTERIOR DOOR JAMB DETAIL

ALUMINUM SILL EXTENSION

INSULATED GLASS
ALUMINUM WINDOW WITH

PRE-FABRICATED STRESS-SKIN

MATCH EXISTING
SIMULATED MASONRY FACE TO
COMPOSITE BUILDING PANEL W/

CAULKING

FINISHED WALLS IN OFFICE:

METAL FURRING
5/8" GYP BD ON 1.5" GALV

EDGE BEAD ON GYP BD
RECESSED CAULK JOINT
SEALANT WITH BACKER ROD

WINDOW SILL DETAIL

#12X3/4"HWH-1/4" STITCH

SCREWS @ 12" OC

SEALANT WITH BACKER ROD

EXTERIOR DOOR HEAD DETAIL
3" = 1'-0"

2"
5/

8

SCREWS @ 12" OC

#12X3/4"HWH-1/4" STITCH

DOOR FRAME
HOLLOW METAL EXTERIOR

SEALANT WITH BACKER ROD

SEALANT

MATCH EXISTING
SIMULATED MASONRY FACE TO
COMPOSITE BUILDING PANEL W/
PRE-FABRICATED STRESS-SKIN

6"

SEALANT

1 15/16" 2 1/8"

4 1/4"

ANKR-TITE BOLTS
W/2-5/8"X4.5"
6X6X1/2"CLIP ANGLE

3" = 1'-0"
f

d

e

TYPICAL T&B EACH END
2X2X1/4" CLIP ANGLE

SCREWS @ 12" OC

#12X3/4"HWH-1/4" STITCH

SEALANT WITH BACKER ROD

EXTERIOR DOOR JAMB DETAIL

OVERHEAD DOOR HEAD DETAIL

EXTEND  FLOOR TO ROOF

INSULATED SECTIONAL

3/4" MARINE GRADE PLYWOOD
26 GA PRE-FINISHED METAL PANNING

WEATHER STRIPPING

3" = 1'-0"

OVERHEAD DOOR

JAMB PLATE

STEEL TUBE FRAME
4"X4"X3/8" STRUC.

STRUCTURE

SEALANT

e

SCREWS @ 6" OC
#12 X 24 X 1.25" STRUC.
PANEL ATTACHMENT
2"X2"X3/16" ANGLE

CAULKING

3" = 1'-0"
c

SEALANT WITH
BACKER ROD

OF SEALANT
DOUBLE BEAD

12"OC.
WEEPS @ 

& FLASHING
FORMED ALUM SILL

26 GA PRE-FINISHED METAL PANNING

CAULKING

3 STUD ANCHORS
AND 1 FLOOR
ANCHOR PER JAMB

3" = 1'-0"
b

OVERHEAD DOOR OPENING 

1/8" = 1'-0"

INTERIOR ELEVATION

CONC. SLAB

2X2X3/16" CONTINUOUS 
ATTACHMENT ANGLE WELD
TO TOP OF TUBE
1/8" FILLET 6" @ 12" STITCH

(WINDOW HEAD SIMILAR)

3" = 1'-0"

c

BUILDING PANEL
PRECAST COMPOSITE INSULATED

TYPICALPANEL
COMPOSITE INSULATED ROOF

TYPICAL

TYPICAL

TUBE FRAME
WELDED STL

STL TUBE COL.
6X6X3/16"

4X4X3/16"

2" CLEAR DEFLECTION HEAD

1.5" = 1'-0"

3X5X16GA BENT ANGLE
EA SIDE

5/8" GYP BD ON 1.5" GALV
FINISHED WALLS IN OFFICE:

ALUMINUM SILL EXTENSION

SEALANT WITH BACKER ROD
RECESSED CAULK JOINT
EDGE BEAD ON GYP BD

SEALANT WITH
BACKER ROD

METAL FURRING

CORNER BEAD

BELOW

#12X3/4"HWH-1/4" STITCH

SCREWS @ 12" OC

2 
1/

8"
1 

15
/1

6"

4 
1/

4"

SEALANT WITH BACKER ROD

3 STUD ANCHORS

ANCHOR PER JAMB
AND 1 FLOOR

DOOR FRAME
HOLLOW METAL EXTERIOR

1"

CONCRETE SLAB CONTROL JOINTS

EXPANSION JOINT DETAIL
3" = 1'-0"

BUILDING COLUMN

c

CONCRETE FLOOR

6'-0" OC
5/8" DIA ANKR-TITE BOLTS 

2X3X1/4" GALV SILL ANGLE

SILL SEALER PAD

6" EMBEDMENT

1 1/2" = 1'-0"

STEEL PANEL
SILL DETAIL

UNISTRUT BRACES @ 48" OC
BOTTOM CORD OF 2 ROOF TRUSSES
TO UNISTRUT BRACE BOLTED TO
CONTINUOUS 4X6X1/4" ANGLE BOLT

INTERIOR PARTITION CONNECTION

COMPOSITE METAL INSULATED PANEL

SCREWS @ 12" OC EA RIB.
#12X24X1 1/4" STRUCTURAL 

1.5" = 1'-0"

1/4" BOLTS EA BRACE

4"

1"
 =

 1
'-0

"
D

ET
A

IL
S

SIMULATED MASONRY FACE TO

ANKR-TITE BOLTS & TO EAVE

BELOW FLOOR W/ 6"X6"X1/2"

PRE-FABRICATED STRESS-SKIN
COMPOSITE BUILDING PANEL W/

ROOF TRUSS

OVERHEAD DOOR JAMB DETAILd 3" = 1'-0"

ANGLE CLIP W/ 2-5/8"X4.5"

ANCHOR TO SIDE OF 

GIRT ABOVE

MATCH EXISTING

FOUNDATION WALL 

4"X4"X3/8" STRUC.
STEEL TUBE FRAME

26 GA PRE-FINISHED METAL PANNING

SEALANT WITH BACKER ROD#12X3/4"HWH-1/4" STITCH

SEALANT

SCREWS @ 12" OC

1 
15

/1
6"

5/82"
PRE-FABRICATED STRESS-SKIN
COMPOSITE BUILDING PANEL W/
SIMULATED MASONRY FACE TO
MATCH EXISTING

HOLLOW METAL EXTERIOR
DOOR FRAME

COMPOSITE BUILDING PANEL W/

MATCH EXISTING
SIMULATED MASONRY FACE TO

PRE-FABRICATED STRESS-SKIN

SEALANT

SEALANT WITH BACKER ROD

SEALANT WITH BACKER ROD

26 GA PRE-FINISHED METAL PANNING

MASTIC

JAMB PLATE

SEALANT

WINDOW JAMB DETAIL


